Mygica A680B/U6012A
Quick Installation Guide
System Requirements
Recommended OS system（Watching TV and recording）
· 2.0 GHz CPU

· 256 MB RAM (minimum), 512 MB RAM recommended

· Sound card for audio

· One free USB2.0 interface
· 256M HD VGA Display Card
· CD-ROM (install driver & application)

· Windows XP Service Pack2/Windows Vista/ W7
Hardware installation 

1, Plug in A680B/U6012A connector to an available USB port on your PC or notebook

2, Connect the portable TV antenna ( or your roof antenna ) to the VHF/UHF port on the back side of A680B/U6012A
Note:
Be sure that if you connect the portable TV antenna to A680B/U6012A, adjust it for better reception angle and location every time.
Connection Diagram
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Software installation
After connecting A680B/U6012A to your PC, Windows Found New Hardware Wizard will appear and detect the device.

Please click “Cancel” to exit the Wizard, then use supplied automatic installation program as below procedures to install the device driver and application.

1, Insert the provided CD to your CD/DVD ROM and run the E:\ SETUP.EXE. (Assuming your CD ROM driver is located at E:\)

2, The installationShield will install driver and software application automatically as bellow steps.
Driver install

Software install
3, The installation procedure begins by selecting your language setting. Continue with the procedure by following the steps. At some point you will be asked for a CD key. The CD key is located on the CD cover, type in the CD key for the application.

4. After installing the software, you will find the “Totalmedia 3.5” icon on your PC screen. Click it to run the total media 3.5 application, the setup wizard will begin( for the first time only) in order to setup( scan for channels etc) A680B/ U6012A. Follow the steps required. Finally, you are ready to watch and record your favorite TV programs and enjoy other functions.
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